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COMPRESSION FORCES:
1.0 LB MIN @ .745 OVERALL LENGTH
2.5 LBS MAX @ .695 OVERALL LENGTH
OPERATING FREQUENCY DC TO 40 GHz CENTER/OUTER CONTACT RESISTANCE | 6.0/2.0 mOHMS FULL DETENT LIMITED DETENT SMOOTH BORE
VSWR DC TO 23 GHz — 1.15:1 MAX IMPEDANCE 50 OHMS NOMINAL FORCE TO ENGAGE (LBS MAX) 15.0 8.0 2.0
23 TO 26.5 GHz — 1.25:1 MAX OPERATING TEMPERATURE —65°'C TO +165°C FORCE TO DISENGAGE (LBS MIN) 5.0 2.0 0.5
26.5 TO 40 GHz — 1.70:1 MAX NON—OPERATING TEMPERATURE —65'C TO +165°C DURABILITY (CYCLES MIN) 100 500 1,000
INSERTION LOSS 0.10 \]f (GHz) VIBRATION MIL—STD-202, METHOD 202, CONDITION F
RF HIGH POT 325 Vrms MIN @ 5 MHz SHOCK MIL—STD—202, METHOD 213, CONDITION |
INSULATION RESISTANCE 5,000 MEGOHMS MINIMUM THERMAL SHOCK MIL—STD—202, METHOD 107, CONDITION B (+165°C) 8
Dwv 500 Vrms _|
r
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