COMPONENT MATERIAL AND FINISH
MSSS BODY & BeCu, ASTM B196, GOLD PLATE, MIL—DTL—45204,
CONTACT UNS C17300 TYPE 1, GRADE C, CLASS 1
PTFE., ASTM D1710,
INSULATOR TYPE I, GRADE 1, CLASS A
300 SERIES CRES

ONIMYHD INITLNO

I B 1 Nimi
/LII_I | | | I_IU\
MSSS FEMALE MSSS FEMALE
INTERFACE INTERFACE
2.120 — ATTEN| 1B PELLET
dB | MMSP—
VALUE 9210 SA—8734”— i
—TAB TAB CT A
0.0 -000 -000
0.5 -005 -002
1.0 -010 -003
15 -015 —-004
2.0 -020 -005
25 -025 -006
3.0 -030 -007
3.5 -035 -008
4.0 —040 —-009
45 -045 -010
5.0 —-050 -011
5.5 -055 -012
6.0 —-060 -013
POWER COEFFICIENT: < 0.005 dB/dB/Wott 65 | —065 014
TEMPERATURE COEFFICIENT: < 0.0004 dB/dB/°C 70 | -070 -015
TEMPERATURE RANGE: —55°C to +125°C 75 | 075 | o1
VSWR: 1.25:1 MAX gg :ggg :81;
NOMINAL IMPEDANCE: 50 OHM 9.0 1 =090 Z019
FREQUENCY RANGE: DC to 12 GHz 9.5 | —-095 -020
10.0 -100 —-021
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